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TYPICAL CURB & GUTTER DETAIL
ITEM 500 ON ASPHALT TREATED BASE

SCALE : 1"=1'

8 3/8"

2 5/8"

3" RAD.
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1' - 9" 12"

LIMITS OF MEASUREMENT
FOR STREET EXCAVATION

5/8"
12"

ASPHALT TREATED
BASE

MINIMUM 1-1 / 2" TYPE "D" HOT
MIX ASPHALT PAVEMENT

PAY LIMITS FOR STREET EXCAVATION
LIME TREATMENT FOR SUBGRADE, FLEXIBLE
BASE, ASPHALT TREATED BASE AND PRIME COAT
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NO. 4 BAR
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MOUNTABLE CURB
ITEM 500 ON COMPACTED SUBGRADE

SCALE : 1"=1'
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14" RAD.

14" RAD.

1' - 2 3/8" SIDEWALK AS SHOWN ON PLANS

2%MAX.

#4 BARS AS SHOWN
WITH #3 TIES AT 24" O.C.

AS PER ITEM 301

#4 BARS AS SHOWN
WITH #3 TIES AT 24" O.C.
AS PER ITEM 301

NOTE:
CURB TRANSITIONS SHALL NOT BE PAID FOR SEPARATELY
BUT SHALL BE INCLUDED IN ITEM 500 CONCRETE CURBING

MACHINE LAID CURB

9"

12"9 1/2"

2 3/4"
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4" RAD.

LIMITS OF MEASUREMENT
FOR STREET EXCAVATION
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ITEM 501 ON FLEXIBLE BASE MATERIAL
SCALE : 1"=1'

MINIMUM 6" FLEXIBLE
BASE MATERIAL

MINIMUM 1-1 / 2" TYPE "D" HOT
MIX ASPHALT PAVEMENT

PAY LIMITS FOR STREET EXCAVATION
LIME TREATMENT FOR SUBGRADE, FLEXIBLE
BASE, ASPHALT TREATED BASE AND PRIME COAT
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MACHINE LAID CURB
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4" RAD.

LIMITS OF MEASUREMENT
FOR STREET EXCAVATION

ITEM 501 ON ASPHALT TREATED BASE
SCALE : 1"=1'

MINIMUM 5" ASPHALT
TREATED BASE

MINIMUM 1-1 / 2" TYPE "D" HOT
MIX ASPHALTIC CONCRETE

PAVEMENT (HMAC)

MINIMUM 2-1 / 2" TYPE "B"
LEVEL UP HMAC FOR

ARTERIAL & COLLECTOR
STREETS

PAY LIMITS FOR STREET EXCAVATION
LIME TREATMENT FOR SUBGRADE, FLEXIBLE
BASE, ASPHALT TREATED BASE AND PRIME COAT

3
"

3"

NO. 4 BAR

6"

 8"

1
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#4 BARS @ 12" O.C.
BOTH WAYS

MINIMUM 2" SAND
OR GRAVEL CUSHION

ITEM 500 ON SAND OR GRAVEL
SCALE : 1"=1'

HEADER CURB

MINIMUM 5" ASPHALT
TREATED BASE

MINIMUM 1-1 / 2" TYPE "D"
HOT MIX ASPHALTIC

CONCRETE PAVEMENT

4" CLASS "A" CONCRETE

2" GRAVEL, CRUSHED ROCK OR
FLEXIBLE BASE MATERIAL

2% MAX. SLOPE TO CURB

6" x 6" W2.9 x W2.9 WELDED
WIRE FLAT SHEETS (ITEM 303) OR
#3 BARS @ 18" O.C. EACH WAY
CENTERED IN SLAB (ITEM 301)

CONCRETE SIDEWALK SECTION
ITEM 502.1

SCALE : 1"=1'
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SCALE : 1"=2'

CONCRETE SIDEWALK DRAIN DETAIL

A A

B CONCRETE CURB

12"

SECTION B
SCALE : 1"=1'

3"

HMAC

CURB

BASE

1 /  4" CHECKERED PLATE

1 - 3/8"

1/4" x 3/4" BAR
3/4"

1/8"

1/4" CHECKERED
PLATE

1/4" SCREW
@ 12" O.C.

2" X 2" x 1/4" ANGLE

#3 BARS WELDED TO
ANGLE @ 18" O.C.
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DETAIL 1
SCALE=1 : 1

SECTION A-A

10 - 3/4" TO 26 - 3/4"

EXPANSION JOINT

3"

4
" 

M
IN

.

3
"

1 / 4" RAISED PATTERN PLATE

8" TO 24"

6" x 6" W2.9 x W2.9
WELDED WIRE MESH1

1

CONCRETE
SIDEWALK

SCALE = 1 : 6

SEE DETAIL 1

TEMPORARY MAIL BOX
COLLECTION PAD

ITEM 502-2
SCALE : 1"=2'

MAIL BOX PAD NOTES :

1. THE CONTRACTOR WILL CONSTRUCT SLABS FOR "TEMPORARY
MAIL BOX COLLECTION PAD" FOR THE UNITED STATES POSTAL
SERVICE WITH LOCATIONS AND SIZES SPECIFIED BY THE CITY
ENGINEER DURING CONSTRUCTION.

2. THE CONSTRUCTION OF SLABS SHALL CONFORM TO ITEM 502
"CONCRETE SIDEWALKS AND DRIVEWAYS".

3. PAYMENT WILL BE MADE UNDER ITEM 502-2 "DRIVEWAYS PER
SQUARE YARD".

4. UNIT PRICE WILL INCLUDE REMOVAL OF "TEMPORARY MAIL BOX
COLLECTION PAD" SLABS AT THE END OF THE PROJECT.  NO
SEPARATE PAY ITEM.

#4 BARS @ 14" O.C.E.W.

EXISTING GROUND

6" CONCRETE
SLAB

SUBGRADE COMPACTED
TO 90% DENSITY

U.S.
MAIL

12"

2
' -

 1
1

"

CONCRETE CURB

12" x 12" BLOCKOUT
AROUND POST

SIDEWALK

MAIL BOX
& SUPPORT

1 / 2" EXPANSION JOINT
ALL AROUND

MAIL BOX LOCATION
ITEM 513

MAIL BOX PARALLEL TO CURB MAIL BOX PERPENDICULAR TO CURB
WHEN SIDEWALK ABUTS CURB

SCALE : 1"=1'
WHEN SIDEWALK IS SEPARATED FROM CURB

SCALE : 1"=1'

12"

2
' -

 1
1

"

MAIL BOX
& SUPPORT

U.S. MAIL

CONCRETE CURB

NOTE :
WHERE APPLICABLE PROVIDE MAIL BOX
BLOCK OUTS FOR PROPERTIES WITHOUT
CURB MAIL BOXES (I.E. MAIL BOX ATTACHED
TO HOUSE OR LOT IS VACANT)

2" GRAVEL, 
CRUSHED ROCK OR
FLEXIBLE BASE 
MATERIAL

VARIES
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SCALE : 1"=2'

NOTE :
THIS DETAIL TO BE USED WHENEVER A
POWER POLE ENCROACHES ON SIDEWALK.
A MINIMUM UNOBSTRUCTED CLEARANCE OF
4' IS TO BE MAINTAINED AROUND THE
POLE AT THE LOCATIONS.

CONCRETE SIDEWALK @ UTILITY POWER POLE DETAIL

CONCRETE
CURB

CONCRETE RETAINING WALL - COMBINATION TYPE
ITEM 506

SCALE : 1"=1'

4'9"

2"

6"

#4 BARS @ 12" O.C. HORIZONTAL

#4 BARS @ 12" O.C. VERTICAL
EXTENDED 15" INTO SIDEWALK 1" x 2" KEY JOINT

4" CLASS "A" CONCRETE
SIDEWALK - ITEM 502-1

EXTEND TOP OF WALL TO MATCH EXISTING
GROUND ELEVATION AT WALL LINE

CONCRETE RETAINING WALL
COMBINATION TYPE, PAY ITEM 506.1,

CONCRETE CLASS "A" WITH
REINFORCING AS SHOWN PROVIDE

3/4" CHAMFER ON ALL EXPOSED
CORNERS.
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2% MAX.

NOTE :  
WALL HEIGHT TO BE SHOWN
ON PLAN AT SPECIAL LOCATIONS
WHERE COMBINATION RETAINING
WALL IS REQUIRED

2" GRAVEL, CRUSHED ROCK OR
FLEXIBLE BASE MATERIAL

NO. 4 BARS DOWEL INTO
CURB AT 24" O.C.

CONCRETE STEPS
ITEM 524

SCALE : 1"=2'

VARIES
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PROPERTY LINE

RETAINING WALL
(IF REQUIRED)

#4 DOWEL BARS INTO SIDEWALL
AT STAIR SLAB (IF REQUIRED)

15"
STEP SIDE

1
2"

W
A
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L

 S
ID

E

CONCRETE CURB

SIDE WALL DOWEL BARS

PLAN VIEW

C

C

1 / 2" EXPANSION
JOINT

11"

7" MAX.
4" MIN.

CLASS "B" CONCRETE

#3 DOWEL BARS INTO EXISTING
OR PROPOSED WALK

#3 DOWEL BARS INTO
PROPOSED WALK

1 /2" EXPANSION
JOINT

#3 BARS 18" O.C. EACHWAY
OR EQUIVALENT WELDED

WIRE FLAT SHEETS

5"

NOTE :
PLACE STEPS TO CONFORM
WITH PROPOSED PARKWAY GRADING

SCALE : 1"=1'
SECTION "C-C"

CONCRETE SIDEWALK ABUTTING CURB SECTION
ITEM 502.1

SCALE : 1"=1'

4" CLASS "A" CONCRETE

NO. 4 BARS DOWEL INTO
CURB AT 24" O.C.

2% MAX.

6" x 6" W2.9 x W2.9 WELDED WIRE 
FLAT SHEETS (ITEM 303) OR #3 
BARS @ 18" O.C. EACH WAY 
CENTERED IN SLAB (ITEM 301)

12"

6"

30°


